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 ¹Tested under the following conditions: Cooling A.R.I. Standard Conditioning 80º F.DB/67º F.WB Indoor, 95º F.DB Outdoor at 115VAC
 ²Tested under the following conditions: Cooling A.R.I. Standard Conditioning 95º F.DB/71º F.WB Indoor, 115º F.DB Outdoor at 103.5VAC

Coleman is a registered trademark of The Coleman Company, Inc. used under license.  Mach is a registered trademark 
and Park PAC is a trademark of RV Products, a Division of Airxcel, Inc.  ©2003, RV Products, a Division of Airxcel, Inc.       Form 331-0603

™

Now charged with (eco-friendly) R-410A

PARK PAC
A I R   C O N D I T I O N E R

  application.

• Easy installation on built-in mounting pad.  Just position
  the Park PAC™, provide 110v AC power, connect the
  supply and return air ducts, attach the thermostat and
  turn it on!

• Easy access to internal components and electrical
  connections for simple, fast service and maintenance.

• An Energy Efficiency Rating (EER) of 9+ for cost–
  efficient  cooling.  

Park PAC™ AC Specifications – 46413-812 Series

BTU Capacity                                                  13,500

Locked Rotor Cooling Amps                              63

Running Watts/Cooling¹                                    1700

Running Watts/Cooling²                                    2020

Electrical Rating                                            115V 60Hz 1Phase

Evaporator Air Delivery CFM (high speed)         535

Unit Weight (lbs.)                                              116

Park PAC™ Accessories

• Battery-powered 24vac Coleman®-Mach®
  digital thermostat.

• Ducting Kit (Part No. 6633-6151) also
  available.

Approximate Full-Load Amps                    
at A.R.I Standard Condition                          

Compressor – 11.9
Fan Motor – Outdoor – 1.9
Fan Motor – Indoor – 1.8

Total - 15.6


