
INSTALLATION & OPERATING
INSTRUCTIONS

MODEL：PWD50-EPO-H

MODEL：PWD30-EPO-H

FOR YOUR RECORDS

MODEL NO:
SERIAL NO:
DATE PURCHASED:
PURCHASED FROM:

Should the voltage drop to 104V or below, or rise
to 132 V or higher, power to the RV is turned off.

OVER/UNDER VOLTAGE PROTECTION

The Power Watchdog is warrantied for 3 years. 
The Power Watchdog is IP65 rated for outdoor use.
The unit will operate fine without using the app. 
Error codes will be displayed on the unit. 
Otherwise, download the correct app and sync it to 
the Power Watchdog unit via Bluetooth.

FEATURES PWD30-EPO PWD50-EPO

Operating Cuttent

Operating Voltage
Maximum Watts

3 Mode Surge Protection

Energy Dissipation
Maximum Spike Current
Over/Under Voltage Protection

Voltage Range
Time Delay for A/C
Reverse Polarity Check

30 Amps

120 Volts

3600 Watts

Yes,L-N,L-G,N-G

2450 Joules

6500A per MOV
Yes

Warranty

Corrosion Resistant

Easy Installation

Industrial Contactor

Voltage On Ground Check

Power Indicator

Yes

132/104V
90 seconds

Yes

Error code
window/phone

3 years warranty

Yes

Yes

Yes

Yes

90 seconds

Yes

3 years warranty

Yes

Yes

Yes

50 Amps

120 Volts

12000 Watts

Yes,L1-N,L2-N,
        L1-G,L2-G

4900 Joules

6500A per MOV
Yes

132/104V

Error code
window/phone

TECHNICAL SPECIFICATIONS

input from source

input from source

output to RV

output to RV


